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device is FDA’s ‘‘Class II Special Con-
trols Guidance Document: Cutaneous 
Carbon Dioxide (PcCO2) and Oxygen 
(PcO2) Monitors; Guidance for Industry 
and FDA.’’ See § 868.1(e) for the avail-
ability of this guidance document. 

[67 FR 76681, Dec. 13, 2002] 

§ 868.2550 Pneumotachometer. 

(a) Identification. A 
pneumotachometer is a device intended 
for medical purposes that is used to de-
termine gas flow by measuring the 
pressure differential across a known re-
sistance. The device may use a set of 
capillaries or a metal screen for the re-
sistive element. 

(b) Classification. Class II (perform-
ance standards). 

§ 868.2600 Airway pressure monitor. 

(a) Identification. An airway pressure 
monitor is a device used to measure 
the pressure in a patient’s upper air-
way. The device may include a pressure 
gauge and an alarm. 

(b) Classification. Class II (perform-
ance standards). 

§ 868.2610 Gas pressure gauge. 

(a) Identification. A gas pressure 
gauge (e.g., bourdon tube pressure 
gauge) is a device intended for medical 
purposes that is used to measure gas 
pressure in a medical gas delivery sys-
tem. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 
subpart E of part 807 of this chapter 
subject to the limitations in § 868.9. 

[47 FR 31142, July 16, 1982, as amended at 61 
FR 1119, Jan. 16, 1996; 66 FR 38794, July 25, 
2001] 

§ 868.2620 Gas pressure calibrator. 

(a) Identification. A gas pressure cali-
brator is a device intended for medical 
purposes that is used to calibrate pres-
sure-measuring instruments by gener-
ating a known gas pressure. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 

subpart E of part 807 of this chapter 
subject to the limitations in § 868.9. 

[47 FR 31142, July 16, 1982, as amended at 61 
FR 1119, Jan. 16, 1996; 66 FR 38794, July 25, 
2001] 

§ 868.2700 Pressure regulator. 

(a) Identification. A pressure regu-
lator is a device, often called a pres-
sure-reducing valve, that is intended 
for medical purposes and that is used 
to convert a medical gas pressure from 
a high variable pressure to a lower, 
more constant working pressure. This 
device includes mechanical oxygen reg-
ulators. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 
subpart E of part 807 of this chapter 
subject to the limitations in § 868.9. 

[47 FR 31142, July 16, 1982, as amended at 61 
FR 1119, Jan. 16, 1996; 66 FR 38794, July 25, 
2001] 

§ 868.2775 Electrical peripheral nerve 
stimulator. 

(a) Identification. An electrical pe-
ripheral nerve stimulator (neuro-
muscular blockade monitor) is a device 
used to apply an electrical current to a 
patient to test the level of pharma-
cological effect of anesthetic drugs and 
gases. 

(b) Classification. Class II (perform-
ance standards). 

§ 868.2875 Differential pressure trans-
ducer. 

(a) Identification. A differential pres-
sure transducer is a two-chambered de-
vice intended for medical purposes that 
is often used during pulmonary func-
tion testing. It generates an electrical 
signal for subsequent display or proc-
essing that is proportional to the dif-
ference in gas pressures in the two 
chambers. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 
subpart E of part 807 of this chapter 
subject to the limitations in § 868.9. 

[47 FR 31142, July 16, 1982, as amended at 61 
FR 1119, Jan. 16, 1996; 66 FR 38794, July 25, 
2001] 

VerDate Nov<24>2008 08:24 Apr 27, 2010 Jkt 220072 PO 00000 Frm 00312 Fmt 8010 Sfmt 8010 Y:\SGML\220072.XXX 220072er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-28T17:20:50-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




